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Extending Freshness. Enhancing Safety.™

Features and Technical Specifications
• Variable speed adjustments ranging from 5-18 cycles per minute
• 3-step turn on and production prep
• Pre-programmed electrical spare parts available
• All stainless steel, sanitary design for easy cleaning
•	Can	be	configured	to	work	with	multiple	types	of	lidding	film,	 
	 all	with	zero	waste
•	Can	be	set	up	on	wheels	or	feet	per	customer	preference
• Power: 208V/60Hz	Three	Phase
• Dimensions: 100"L x 32"W x 57"H

Aptar’s	newly	designed	inline	sealers	integrate	with	Seawell™	Protective	Packaging	Systems,	Freshwell™	
Absorbent	Packaging	Systems	and	most	lidding	films,	offering	a	Sani-safe,	cost-effective,	and	zero	waste	 
sealing process.

Benefits
• Easy to use and maintain: 
 - Setup in less than 30 minutes 
 - Minimal operator training needed
	 -	Touch	screen	controls	for	easy	operation	and	quick	 
  changes
	 -	Easily	removable	panels	allow	quick	access	for	 
  cleaning and repair 
 - Any part replacement can be completed in  
  30 minutes or less
	 -	Easy	to	replace	gaskets,	carrying	plates	and	 
  sealing heads
	 -	Easy	film	feed	and	homing

• Built-in safety features reduce work-related accidents 
 - Variety of safety components outlined on touch  
  screen operating system 
 - Shut off air valve for general safety

Aptar’s Automated Tray Sealers 
Cost	effective,	single	or	double	row	complete	turnkey	solution	for	any	processing	line


